
Pneumatic In-wall cistern without frame TOILETS / WALL FACED

Product
• Hydro-Tower 300 In-wall cistern without frame (Slim)

Kohler Code
78077A-PNE-NA

Included Components
• Mounting brackets
• Mounting brackets fixing kit 
• Water inlet connector
• Face Plate fixing kit
• P- Trap waste pipe
• Floor waste pipe
• Outlet pipe
• 4.5 m air hoses

Features
• Pneumatic mechanism with soft and smooth hand feeling
• Supports flexible faceplate location within 4m radius
• Noise-free filling valve minimizes noise of water fill in
• Individual water filter eliminates the impurity of water
• Injection moulded cistern with less risk of water leaking 
   and more reliable than blow moulded cistern
• 3/4.5L meets sustainability needs
• Accessible valve
• Anti-back flow device
• Adjustable water inlet level
• Adjustable flush volume
• Dual flush
• Slim cistern fits a 90mm cavity
• Internal shut-off valve
• Designed for use on wall faced toilets

Compatible faceplates:                          Kohler Code
• Pebble™ Pneumatic                                   20341T-PNE-CP 
• Lynk™ Pneumatic                                      75890T-PNE-CP

Related Products
• Wall faced toilets

Technical Details
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Sizes are approximate.
All measurements shown are in millimetres.
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WELS RATING
(4 Star 3.5L av. flush)


