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SPECIFICATION SHEET

Milu Odourless In-Wall Framed Cistern for Wall Hung Pan 
Code: 8049C 

Features

● Odourless In-Wall Framed Cistern f or Wall Hung 
Pans is designed with Expella’s patented inbuilt 
ventilation system. Designed to be paired with 
the Mod or Crest Wall Hung Toilet Pans.

● The concealed cistern with support f rame comes 
with Expella’s patented i nbuilt ventilation system.

● Support frame is designed to support and secure 
the pan to the wall, elevating t he pan off the floor 
and giving the bathroom a sense of space and 
opulence.

● Compact, rigid and easy to handle

● The support frame makes installation the 
concealed odourless cistern easy.

● The frame fits between standard studs and is 
555mm wide.

● Odours are extracted from the toilet bowl at a 
rate of 3.5 litres per second

How the Odour Control System Works

1. Expella’s patented Odour Control Device (OCD) is hidden
inside the cistern, it is activated by either a:

● Light switch

● Manual switch

● Automatic sensor switch

2. The OCD contains an in-built extraction fan that draws
odours from the bowl through the overflow pipe.

3. Odours pass through the OCD, opening a non return
valve that prevents odours returning.

4. Odours are discharged to the sewer.
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Technical Details Note: All measurements are in millimeters




