
Suitable for mains pressure only

Recommended Operational Pressure Range:  150 - 600 kPa

Never to Exceed: 1000 kPaMaximum Operating Temp: 80°C

Please note: Specifications are subject to change without notice. It is the responsibility of the installer to check the measurements of the physical product before installation

NZ ASSEMBLED •
TESTED •

DESIGNED •

KIWI OWNED COMPANY

9 Saunders Place, 
Avondale, Auckland.        
Tel: 09-828 2068, 
Fax: 09-828 2069
Email: info@aquatica.co.nz 
or visit our website: 

www.aquatica.co.nz

Aquatica NZ Limited

© copyright Aquatica 2019

Multi Spray Hand Slide Shower Set Black

Mia

9

Finish: 

Code: 

Black Powder Coat / Chrome / Black Marble / White Marble / Wood

Rail Construction: 
Clamp: 

Length: 

Powder coated Brass 

Press to release 

800 mm fixed

 Spray Hose: Construction: Black PVC / Chrome 
Length:

 
1.5m

Wall Elbow: Black square 55 x 55mm by 35mm high / or standard luxury wall elbow

Installation:  Install lower screw 

Flow:  9 litre/min PCW (best fitted between wall elbow and hose)

Features: As the rail sits hard against wall for its full length, it can 

MI MSHSS LUX BLK

Soap Dish:  250 x 123mm, with 2 removable inserts (adjust to level with levelling screws)

 Spray Head: Multi Spray, Black ABS plastic / Chrome   
Spray Functions:  Standard Spray, Mist Spray, Standard + Mist

 
Standard Spray pattern: 95 x 60mm at head,  180 x 130mm at 0.5m from head

Inlet: 1/2" BSP Male, Spigot fitting
Outlet: 1/2" BSP Male

Slide rail on to screw
Install top screw through rail
Replace screw cover cap and end caps
Install wall elbows
Fit hose and head

Max Flow at 35kPa, 3.6 litres/min

cover previous mounting holes

Note: 2 year warranty on powder coated finishes
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MI MSHSS LUX BM
MI MSHSS LUX WM
MI MSHSS LUX WD

MI MSHSS LUX 
Code: MI MSH BLK

MI MSH BM
MI MSH WM
MI MSH WD

MI MSH 
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