
Suitable for mains pressure only

Recommended Operational Pressure Range:  150 - 600 kPa

Never to Exceed: 1000 kPaMaximum Operating Temp: 80°C

Please note: Specifications are subject to change without notice. It is the responsibility of the installer to check the measurements of the physical product before installation
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Shower Centre

Prestigio

Code: 

Finish: Chrome
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Rail:  Rectangular  50 X 15mm 
  Height Total:  930mm 

  Brass with Chrome coating 

  

  Ø35mm with 50mm covers

 

 
Notes:  Requires a shower mixer   

End posts:  
 

Shower Head:  

   Press button to switch spray functions:

   Multi spray 

     Standard, mist and combined

   Size: 125mm diameter

 

Rain head: Single spray square 250mm x 250mm

Standard spray pattern

   
Spray Hose:  Coloured PVC narrow bore  

  Length: 1.5m  
  

Wall elbow:

Flow control:

 

 

Built into lower mounting point with 1/2" BSP female inlet

2x PCW   9 ± 10% nominal flow from 100 kPa onwardsℓ/min 

 

 

Clamp:  Twist to lock

Swivel

No soap dish

Centre to centre: 631
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Powder Coated Black

PR SHC SQ BLK

Gunmetal

PR SHC SQ GM

Brushed Nickel

PR SHC SQ BN

Divertor: Twist to divert
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